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RoHS Compliant

PRODUCT SERIES: PLATING:

ZIF FPC/FFC 0.3Pitch 1.0H 21: GOLD PLATING.

CONNECTOR BACK-LOCK
SMT TYPE

NUMBER OF CONTACTS:
11 TO 73

Dimension

A B C D E
11 5.50| 2.40 | 3.00| 3.63 | 4.95
13 6.10| 3.00 | 3.60] 4.23 | 5.55
15 6.70] 3.60 | 4.20| 4.83 | 6.15
17 7.30| 4.20 | 4.80] 543 | 6.75
19 7.90] 480 | 540| 6.03 | 7.35
21 8.50| 5.40 | 6.00] 6.63 | 7.95
23 9.10] 6.00 | 6.60| 7.23 | 8.55
25 9.70| 6.60 | 7.20] 7.83 | 9.15
27 [10.30| 7.20 | 7.80] 8.43 | 9.75
29 |10.90| 7.80 | 8.40] 9.03 |10.35
31 [11.50| 8.40 | 9.00| 9.63 |10.95
33 |12.10] 9.00 | 9.60|10.23 |11.55
35 |12.70] 9.60 |10.20|10.83 |12.15
37 ]13.30]10.20 [10.80|11.43 [12.75
39 [13.90]10.80 |11.40[12.03 |13.35
41 [14.50] 11.40 |12.00|12.63 |13.95

1

1

1

1

PIN NO.

45 [15.70]12.60 [13.20]13.83 [15.15
49 116.90]| 13.80 |14.40|15.03 |16.35
51 [17.50|14.40 [15.00[15.63 |16.95
57 ]19.30] 16.20 |16.80|17.43 |18.75
61 120.50|17.40 [18.00|18.63 [19.95
67 122.30] 19.20 |19.80|20.43 [21.75
71 123.50] 20.40 |21.00|21.63 [22.95
73 124.10] 21.00 [21.60]22.23 [23.55

Notes:
1.Material:
1.1: Housing: LCP UL94-VO0 Color:Black.
1.2: Actuator: LCP UL94-V0 Color: Black.
1.3: Contact: Phosphor Bronze.
1.4: PEG: Phosphor Bronze.
2.Plating
2.1: Contact: Gold plated on contact area
Over Nickel plated overall.
2.2: PEG: Matte Tin Plating Over Nickel.
3.Rating:
3.1: Operating Voltage: 30V AC/DC.
3.2: Current Rating: 0.2A AC/DC.
3.3: Operating Temperature: =55°C~+85°C.
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